
Durability. Stability. Efficiency.

X-FOLD TABLES

X-FOLD tables combine the stability of a tubular steel folding understructure with the durability of a solid plywood core 
top surfaced with ABS plastic, HP laminate or a stained surface. When opened for use, the four points of contact with 
the floor ensure maximum stability.  Tables may be folded to a vertical position for efficient storage. The possible uses of 
this table are many and varied. Educational applications range from the cafeteria and common areas to the classroom 
and student events.  Churches and other public assembly facilities will find these tables useful for receptions and other 
gatherings.

Features and Benefits
 • 30” and 42” heights available
 • 1” diameter, 16 gauge steel tube legs
 • Wide leg base for maximum stability
 • Easy to operate folding mechanism
 • Space saving vertical storage
 • Easy to clean surface
 • Durable vinyl or galvanized steel edge

Durability

Stability

Easy to Clean

Efficient Storage

30” & 42” Heights

Varied Uses



1500 Taylor Avenue, Springfield, IL 62703
Phone: 312.666.3366 • 800.621.4716

Fax: 312.666.2606

Email Orders to: Orders@midwestfolding.com
Email Questions/Inquiries to: info@midwestfolding.com
www.midwestfolding.com

X-FOLD TABLE 
CAPACITY

CADDY SIZE
W X L X H MODEL NO MODEL INFORMATION

10 25” x 48” x 39” XFTC30 The XFTC30 Table Caddy is designed with a unique handle allowing the caddy to fit through a 
standard 36” door opening.

10 25” x 48” x 39” XFTC36 The XFTC36 Table Caddy will not fit through a standard door opening and will only fit through a 
double door opening.

X-Fold Table Caddy
The available table caddies safely secure tables in pairs and each caddy holds up to ten tables. Removable pins secure 
side handles on one side only.

SIZE
DIAMETER X H

HEXALITE® (NLW) 
TOP-MOLDED ABS PLASTIC 

TOP, BLACK PVC EDGE
WT
LBS

E SERIES TOP - 3/4” 
PLYWOOD CORE, STAINED SURFACE 

WITH GALVANIZED STEEL EDGE
WT
LBS

EF SERIES TOP - 3/4” 
PLYWOOD CORE, LAMINATE 
SURFACE WITH VINYL EDGE

WT
LBS

30” dia. X 30”H XFR3030NLW 25 XFR3030E 26 XFR3030EF 26

30”dia. X 42”H XFR3042NLW 28 XFR3042E 28 XFR3042EF 28

36”dia. X 30”H XFR3630NLW 29 XFR3630E 29 XFR3630EF 29

36”dia. X 42”H XFR3642NLW 31 XFR3642E 31 XFR3642EF 31

Models


